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OSI TERMINAL STARTUP PROCEDURE 


Before you begin, you must follow the Instructions below which best 
describe your machine's configuration. 


HARD DRIVE OWNERS 


1. Boot your DOS from your hard disk. 

2. Place the Omega PROGRAM disk Into Drive A:. 

3. At the C> prompt, type A: <Enter> 

4. At the A> prompt, type INSTALL C: <Enter> (If your 
hard drive is not designated as Drive C:, then replace 
the C: In the command to your hard drive disk letter). 

5. When prompted. Insert the Omega OPERATIONS disk 
Into Drive A: and press a key. 

6. The Installation process creates a subdirectory 
"OMEGA" in the root directory of the hard disk and 
copies all of the necessary files to that directory. 

7. At the C> prompt, tsrpe CD \OMEGA <Eiiter> 

8. Omega can now be stJirted by typing OMEGA <Enter> 


TWO DRIVE OWNERS 


1. Boot your DOS disk. 

2. At the A> prompt, type: DISKCOPT B: A: <Enter> 

3. When you see the prompt "Insert Source Diskette into 
Drive B: Insert Target Diskette Into Drive A: Strike a 
key when ready," remove your DOS disk from Drive A:, 
insert a blank disk Into Drive A: and Insert the Omega 
OPERATIONS disk Into Drive B: and press any key. 

4. When the copy Is completed, you will be left at the A> 
prompt. 

5. At the A> prompt, type &IAKEUSER <Eiiter> 

6. After a brief disk access, remove the disk from Drive A;. 
This disk Is now your personal User Disk. This disk 
should be used as your personal ID disk while playing 
Omega. 

7. Insert the Omega PROGRAM disk Into Drive A; and 
type: OMEGA <Enter> 

8. When prompted for the OPERATIONS disk, remove the 
PROGRAM disk from Drive A:. Insert the Omega 
OPERATIONS disk Into Drive A: and Insert your 
personal User Disk into Drive B: 
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ONE DRIVE OWNERS 


1. Boot your DOS disk. 

2. At the A> prompt, type: DISKCOPT A: A: <Enter> 

3. When prompted for the source diskette. Insert the 
Omega OPERATIONS diskette Into Drive A: 

4. When prompted for the target diskette. Insert a blank 
disk Into Drive A: 

5. Repeat steps 3-4 until the disk copy Is completed, this 
will leave you at the A> prompt. 

6. At the A> prompt, type ONEDRIVE <Enter> 

7. After a brief disk access, remove the disk from Drive 
A:. This disk Is now your personal User disk. This disk 
should be used as your personal ID disk while playing 
Omega. 

8. Insert the Omega PROGRAM disk Into Drive A: and 
type: OMEGA <Enter> 

9. When prompted. Insert the Omega OPERATIONS disk 
Into Drive A: 

10. When prompted for the User disk, insert your 
person^ User disk Into Drive A: 


3.5" DISK USERS 


1. Boot your DOS disk. 

2. At the A> prompt, type: Diskcopy A: A: <ENTER> 

3. When prompted for source diskette, insert the Omega disk 

In drive A: 

4. When prompted for the target diskette. Insert a blank disk 

Into (hive A: 

5. Repeat stages 3 & 4 until the disk copy Is completed. This 
wUl leave you at the A> prompt. 

6. With your COPY of the Omega disk In drive A:, type: 
BIAKEUSER <ENTER> at the A> prompt. 

7. When the prompt reappears, the Installation Is finished. 
This disk Is now your Personal User ID cmd Omega disk. 
This disk should be used as your play disk for Omega. 

8. To start the game, leave your disk In drive A: and type: 
Omega <ENTER> 
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SECTION 1 

OSI/CACD SYSTEM 2 ENVIRONMENT 


1.1 Interface Devices 

The OSI/CACD System 2 Incorporates the latest in human interface 
technology. The S 3 rstem is designed to work efficiently when using a 
mouse. Joystick or keyboard interface. 

1.2 The Pointer 

The pointer is a hand-shaped object that is moved about the screen 
with a mouse. Joystick or keyboard. It is used to point at items you 
wish to select. 

1.3 CUcking 

Selections eire often made by moving the pointer to the desired object 
or option, then pressing and releasing the button. This is referred to 
as clicking. The same can be done with the keyboard by moving the 
pointer to the desired object or option and pressing the Enter key. 

1.4 Dragging 

Another method of designating choices is by dragging. To drag, 
place the pointer over the desired object then press and hold the 
button while moving the pointer to another location. Releasing the 
button completes the drag. 

1.5 Pull-down Menus 

Along the top of the screen is the menu bar. To pull down a menu, 
place the pointer over the menu title and press and hold the button. 
This revesils a list of menu items. To select an option, drag the pointer 
down the list. As the pointer passes over each menu item, it is 
highlighted. When the desired item is highlighted, release the button 
to select it. 

If you are using the keyboard, press the ESC key to activate the menu 
bar. The left and right arrows select the previous and next menu 
respectively. The up and down arrows select the previous and next 
menu item respectively. Press the RETURN key to select the 
highlighted menu item. Dimmed items are not selectable. Press the 
ESC key to deactivate the menu bar and abort any selection. 

1.6 Dimmed Items 

Occasionally, some menu items will appear less distinct than others. 
These less distinct items are referred to as dimmed. Dimmed items 
cannot be selected. 
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1.7 Special Control Keys 

To perform various actions, you will often be told to use a special key. 
For your particular terminal type, the keys are as follows: 


MARK 

RETURN 

TAB 

DELETE 

CURSOR-LEFT 

CURSOR-RIGHT 

CURSOR-UP 

CURSOR-DOWN 

CTRL-Q 


- Ctrl-S 

- Return 
-Tab 

- Backspace 

- Left Arrow 

- Right Arrow 

- Up Arrow 

- Down Arrow 

- E^t Current Module/Elxit Omega 


1.8 Using the ESC Key 

Throughout the OSI/CACD System 2, the ESC key is used to move 
the pointer to various sections of the display. If there are multiple 
groups of items on the display, then the ESC key should be used to 
move the pointer to the desired section. Only when the pointer is 
pointing to a section can other keys be used to select individual items 
within the section. 


SECTION 2 

OSI SECURITY ENTRANCE PROCEDURE 


2.1 Console Button Selection Keys 

Up Arrow - Highlights the previous button on console 
Down Arrow - Highlights the next button on console 
RETURN - Selects the highlighted button on console 

2.2 Name and Password 

Backspace - Delete character left of cursor 

TAB - Toggles between entering name cind password 

FtETURN - Begins ID Disc Imprinting Process 

Note (system revision 33.783.1): Section 1.1.3 of the New Persoimel 
Orientation guide states that you must use the SLOT button to select 
the location of your Employee ID Disc. Due to a recent update of the 
OSI/CACD System, this terminal type Is equipped with a LOCATE 
button instead of a SLOT button. Floppy disk users may optionally 
click the LOCATE button to select an Employee ID File created and 
saved on a different disk or directory. Hard Disk users will 
automatical^^ be given the selection panel to locate their Employee 
ID File. 
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SECTION 3 

SYSTEM OPERATIONS 


3.1 HOW FILES ARE STORED AND RETRIEVED 


3.1.1 Drive Button 

Selecting the DRIVE plaque on any of the file access panels will 
display a list of drive letters. Select the drive letter you want to access. 
If no drive Is designated by the selected letter, the OSI/CACD System 
2 wlU revert to the original drive. 

3.1.2 Directory Selector 

The plaque dlrectty over the file selection area on any of the file access 
panels allows you to "back-up" to any of the current directories or 
folders. Using this option lets you to move back to your root directory. 
Hard disk users should move into the Omega folder instead of the 
root directory to access the RE^SOURCE/USER folders. 

3.1.3 Folders 

The OSI/CACD System 2 allows access to sub-directories (or folders). 
If you select OPEN while a folder Is highlighted, that folder will be 
opened and a list of files within that folder will be displayed. 


3.2 FILE RETRIEVAL PANEL (LOADING FILES) 


The ESC key toggles between the console buttons, the File Selection 
Area, and the Directory selector. 

3.2.1 Button Selection Keys 

Up Arrow - Highlights the previous button on console 
Down Arrow - Highlights the next button on console 
ESC - Moves to file selection area 

RETURN - Selects the highlighted button on console 

3.2.2 File Selection Keys 

Up Arrow - Highlights the previous file 
Down Arrow - Highlights the next file 
ESC - Moves to the Directory Selector 
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3.2.3 Mouse/Joystick 

Click on the buttons to select. A scroll-bar has been provided for file 
selections. Clicking on a file name highlights the file. 


3.3 F8P: FILE STORAGE PANEL (SAVING FILES) 


The ESC key toggles between the console buttons, the File Viewing 
Area, and the Directory Selector. 

3.3.1 Button Selection Keys 

Up Arrow - Highlights the previous button on console 
Down Arrow - Hi^U^ts the next button on console 
E^C - Moves to the File Viewing Area 

RETURN - Selects the highlighted button on console 

3.3.2 File Viewing Keys 

Up Arrow - Scrolls file names up 

Down Arrow - Scrolls file names down 

E^SC - Moves to the Directory Selector 

3.3.3 Entering File Name 

Backspace - Delete character left of cursor 

3.2.4 Mouse/Joystick 

Click on the buttons to select. A scroll-bar is provided to scroll 
through existing files. 


3.4 FTP: FILE TERMINATION PANEL (DELETING FILES) 


The e:SC key toggles between the console buttons, the File Selection 
Area, and the Directory Selector. 

3.4.1 Button Selection Keys 

Up Arrow - Highlights the previous button on console 
Down Arrow - Highlights the next button on console 
ESC - Moves to the File Selection Area 

RETURN - Selects the highlighted button on console 

3.4.2 File Selection Keys 

Up Arrow - Highlights the previous file 
Down Arrow - Highlights the next file 
ESC - Moves to the Directory Selector 
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3.4.3 Mouse/Joystick 

Click on the buttons to select. A scroll bar Is provided for file 
selections. Clicking on a fQe name highlights the fUe. 


SECTION 4 

DESIGN CONTROL MODULE (DCM) 


4.1 CHASSIS DESIGN MODULE (CDM) 


4.1.1 Category Selection Keys 


Up Arrow 
Down Arrow 
RETURN 
Left Arrow 


- Selects the previous category 

- Selects the following category 

- Selects the highlighted category 

- Moves to the Component Selection Area. 


4.1.2 Component Selection Keys 

Up Arrow - Highlights the previous component 
Down Arrow - Highlights the following component 
RETURN - Selects the highlighted component 
Right Arrow - Moves to the Category Selection Area 


4.1.3 Mouse/Josrstick 

Clicking on a category or component button selects that particular 
category or component. 


4.2 THE AI MODULE 


Note: The ESC key acts as the area control key. When the AI Module 
is entered, the area control key is pointing to the Ekiit window. Press 
ESC to activate the menu bar. Press again to activate the CP. 


4.2.1 Insertion Cursor Control Keys 


Left Arrow 
Right Arrow 
Up Arrow 
Down Arrow 


PgUp 

PgDn 

Home 

End 


- Moves insertion cursor left one character 

- Moves Insertion cursor right one character 

- Moves insertion cursor up one line 

- Moves insertion cursor down one line 

- Moves Inseillon cursor up one page 

- Moves insertion cursor down one page 

- Moves insertion cursor to top of text 

- Moves insertion cursor to bottom of text 
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4.2.2 Text Selection Keys 

Ctrl-S - Toggles selection mode on/off 

With selection mode on. the Insertion pointer control keys select and 
deselect text. With selection mode off. all selected text is deselected. 


4.2.3 Text Editing Keys 

Backspace - Deletes either current text selection or one 
character left of Insertion point 
Ctrl-X - Deletes (cuts) current text selection and 

places the selection into temporary storage 
Ctrl-C - Copies current text selection into temporary 

storage without removing it from current text 
Ctrl-V - Inserts (pastes) text currently In temporary 

storage (if arty) at the Insertion pointer. 

Ctrl-Z - Undoes the last operation. 


4.2.4 CCL Construction Panel Keys 

When using the keyboard in the AI Module, the Construction Panel 
(CP) is norrnally non-functional. Use the ESC key to move the pointer 
between the Editor and the CP. 


ESC 

Left Arrow 
Right Arrow 
Up Arrow 
Down Arrow 
RETURN 


- CONNECT key to toggle between the AI Ekiitor. 
the CP. and the menu bar 

- Highlight the plaque left of current selection 

- Highlight the plaque right of current selection 

- Highlight the plaque above current selection 

- Highlight the plaque below current selection 

- Selects the currently highlighted plaque 


When entering labels or variables in the construction panel. 
Backspace deletes the character to the left of the insertion cursor. 


4.2.5 Mouse/Joystick 

Clicking anywhere inside the Ekllt Window moves the insertion 
cursor to that location. Use the scroU bar to scroll text in the 
appropriate direction. Drag the mouse or Joystick anywhere inside 
the Eklit Window to select text. 

When using the mouse or joystick, the Construction Panel (CP) is 
attached to the AI Editor and both can be used simultaneously. 
Clicking on the plaques in the CP selects that plaque. Clicking on the 
partially formed command (at the top of the CP) backs up to the 
previous plaque selections. 


4.2.6 Search/Replace 

To locate a specific word in your Cybertank’s AI. place the Insertion 
Cursor at the beginning of your AI and select the SEIARCH plaque 
from the CP. Enter the word you wish to locate and select the 
SEIARCH button. If no occurences of the specified word were found, 
the IC will remain at the beginning of your AI. If an occurence was 
found the word will be highlighted and the following buttons displayed: 
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REPLACE WITH 

- Used to replace the highlighted word with 
text entered after the prompt 

NEXT 

- Locate the next occurence of the word 

DONE 

specified for the search 
- Abandon the search and return to AIEklitor. 


Selecting REPLACE WITH displays the following choices. 

DO ALL - Replaces all occurences of the specified 


DO ONE 

word with the replacement text 
- Replaces the current occurence of the 

SKIP 

specified word with the replacement text. 

- Locate the next occurence of the specified 
word without changing the currently 

DONE 

highlighted word 

- Abandon the search and return to AI Ekiltor 


When you have finished using Search/Replace and are ready to 
return to the AI Eklltor, select the DONE button. 


4.3 CTBBRTANK AUTHORIZATION MODULE (CAM) 


4.3.1 Button Selection Keys 

Left Arrow - Highlights the previous button on console 
Right Arrow - Highlights the next button on console 
RETURN - Selects the highlighted button on console 

4.3.2 Mouse/Joystick 

Click on the buttons to select. 


SECTION 5 

SIMULATION DESIGN MODULE (SDM) 


5.1 SELECT CTBERTANKS 


5.1.1 Button Selection Keys 

Up Arrow - Highlights the previous button 
Down Arrow - Highlights the following button 
RETURN - Selects the currentfy highlighted button 
Left Arrow - Moves to File Selection Area 
Right Arrow - Moves to the Other Tanks View Area 
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5.1.2 File Selection Keys 

Up Arrow • Highlights the previous file name 
Down Arrow - Hi^li^ts the following file name 
Left Arrow - Moves to the Directory Selector 
Right Arrow - Moves to Button Selection Area 


5.1.3 Other Tank View Keys 

Up Arrow - Highlights the previous file name 
Down Arrow - Highlights the following file name 

5.1.4 Mouse/Joystick 

Click on the buttons to select. Click a cybertank name to highlight 
the cybertank to be selected. The scroll-bar is used to scroll through 
the cybertank names. 


5.2 SELECT TEAMS 


5.2.1 Button Selection Keys 

Up Arrow - Highlights the previous button 

Down Arrow - Hlghli^ts the following button 
RETURN - Selects the currently highlighted button 
Left Arrow - Moves to the File Selection Area 
Right Arrow - Moves to the Team 2 area 


5.2.2 Available Cybertank Selection E^eys 

Up Arrow - Highlights the previous file name 
Down Arrow - Highlights the following file name 
RETURN - Puts selected cybertank into the selected team 
Left Arrow - Moves to the Team 1 area 


5.2.3 Mouse/Joystick 

Click on the buttons to select. Click a cybertank name to highlight 
the cybertank to be selected. The scroll bar is used to scroll through 
the cybertank names. 


5.3 POSITION HEADQUARTERS 


5.3.1 Team Selection Keys 

The (plus) and (minus) keys switch to positioning a headquarters 
building for the other team. 

5.3.2 Headquarters Movement Keys 

The keys on the numeric keypad are used to position the cybertanks 
as shown at top of following page: 
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5.3.3 Mouse/Joystick 

Click on the team name to select its headquarters for movement. 
Click on the arrow buttons to move the currently selected team’s 
headquarters tn the direction indicated. 


SECTION 6 

COMBAT SIMULATION MODULE (CSM) 


6.1 GENERAL DESCRIPTIONS 


6.1.1 Simulation Action Keys 

E^C - Activate the menu bar 


(minus) 


"+" (plus) 
1-9 


0 

Shift 1-5 

SPACEBAR 

CTRL-V 

CTRL-S 


- Cybertank Selection key used to switch 
center cybertank to previous cybertank 

- Cybertank Selection key used to switch 
center cybertank to next cybertank 

- Switches center cybertank to corresponding 
cybertank number 

- Switches center cybertank to cybertank 
number 10 

- Switches center cybertank to cybertank 
numbers 11-15 respectlvefy 

- PAUSE key used to toggle pause mode on/ofT 

- Turn SATELLITE VIEW on/off 

- Toggle SOUND on/off 


6.1.2 Instrument Panel 

Fuel remaining Is indicated by the color green in the Fuel Gauge. 
Damage in the Gauges section is indicated by the color red. 

The Cybertank Direction Indicator (GDI) use the colors blue and 
red. Red indicates the direction the center cybertank is currently 
facing, whereas blue indicates the cybertank’s scanner direction. 
Pink indicates that both the cybertank and scanner are facing the 
same direction. 
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The Cybertank ^^ion Indicator (CVI) uses the colors green, pink 
and white. Green Indicates the center cybertank. The pink box 
indicates the weapon range of the cybertank. White blips indicate 
where the last scanned enemy is in relation to the cybertank. 


6.2 SET NUMBER OP BATTLES 


6.2.1 Button Selection Keys 

Left Arrow - Highlights the previous button on console 
Right Arrow - Hl^U^ts the next button on console 
RETURN - Selects the highlighted button on console 

6.2.2 Number of Battles Selection Kesrs 

Up Arrow - Increases the battle count 
Down Arrow - Decreases the battle count 
Note: The number of battles can only be changed while the pointer 
is pointing to the number button. 

6.2.3 Mouse/Jo 3 rstick 

Use the slide b£ir to vary the number of battles. 


6.3 POSITION CTBERTANKS 


6.3.1 Cybertank Selection Keys 

(minus) - Selects the previous cybertank 
"+" (plus) - Selects the following cybertank 
1-9 - Switches center cybertank to corresponding 

cybertank number 

0 - Switches center cybertank to cybertank 

number 10 

Shift 1-5 - Switches center cybertank to cybertank 

numbers 11-15 respectively 

6.3.2 Cybertank Movement/Direction Keys 

Enter - Toggles between selecting the cybertank’s 

location and the direction it is to face 
ESC - Toggles between the menus, positioning 

cybertanks, and selecting cybertanks. 

The kejrs on the numeric keypad are used to position the cybertanks 
as shown at the top of the next page. 
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6.3.3 Mouse/Joystlck 

Click on the arrow buttons to move the current^ selected cybertank 
In the direction indicated by the arrow. Click on the center dot button 
to toggle between location and direction selection. If you are selecting 
a cybertank’s direction, the arrow buttons face the cybertank in the 
direction indicated by the arrow. To select a cybertankfor positioning, 
simply click on its neune. 


SECTION 7 

COMBAT TEST MODULE (CTM) 


7.1 GENERAL DESCRIPTIONS 


7.1.1 Simulation Action Keys 

ESC - Activate the menu bar 


(minus) 


"+" (plus) 
1-9 


0 

Shift 1-5 
Ctrl-P 

SPACE BAR 
CTRL-V 
CIRL-S 
CTRL-T 


- CTBERTANK SELECTION key used to switch 
center cybertank to previous cybertank 

- CTBERTANK SELECTION key used to switch 
center cybertank to next cybertank 

- Switches center cybertank to corresponding 
cybertank number 

- Switches center cybertank to cybertank 
number 10 

- Switches center cybertank to cybertank 
numbers 11-15 respective^ 

- PAUSE key to toggle single step mode on/off 

- STEP • single steps through the AI commands 

- Turn SATELLITE VIEW on/off 

- Toggle SOUND on/off 

- Toggle between TRACE and EDIT modes 
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7.2 EDIT MODE 


7.2.1 Page Select Keys 

< - View previous status page 

> - View following status page 

Note: AI TRACE mode must be off to view the status pages. 


7.2.2 Edit Register Seiect Keys 

RETURN - Toggles edit mode on/off. 

Up Arrow - Select the previous field to be edited 
Down Arrow - Select the following field to be edited 
BACKSPACE - Delete the last dlgit/character in field 
RETURN - Accept change in field and toggle edit off 

7.2.3 Mouse/Joystick 

Click on any field to select that field and turn the editor on. Enter the 
new value and press RETURN. 


SECTION 8 

BATTLEFIELD DESIGN MODULE (BDM) 


8.1 TILE MODE 


The ESC key toggles between the Terrain Viewing Area, Menu bar, 
and TIle/Block Selection Area. 

CRTL-V - Turn SATELLITE VIEW on/off 
CTRL-Z - Undos the last operation. 

8.1.1 Terrain Movement Keys 

The keys on the numeric keypad are used to scroll the battlefield as 
shown below: 


7 


t 

8 


9 


1 


x 

2 


% 

-a 


R-14 
































































OSI - RC - 72588 - SM | OSI/CACD IBM REFERENCE CARD 


8.1.2 Tile Selection Keys 

I - Select the tile above the current selection 


(minus 

J 

K 

M 

"+" (plus) 


- Select the tile above the current selection 

- Select the previous tile 

- Select the following tile 

- Select the tile below the current selection 

- Select the tile below the current selection 


8.1.3 Plop Mode 

Enter - Plops the currently selected tile at the currently 

selected terrain location 


8.1.4 Mouse/Joystick 

Click on the scroll-bars surrounding the Battlefield Display Area to 
scroll the battlefield. Click on the scroll-bar directly to the right of the 
tile display area to scroll the tiles up and down. Click on the tile for 
selection. Click In the battlefield display area to plop the currently 
selected tile at the pointer. Dragging the pointer plops tiles as the 
pointer is moved. 


8.2 BLOCK MODE 


8.2.1 Terrain Movement Keys 

The keys on the numeric keypad are used to scroll the battlefield. See 
Diagram section 8.1.1. 

8.2.2 Block Selection Keys 

I - Select the 

(minus) - Select the 

M - Select the 

"+" (plus) - Select the 

8.2.3 Copy Mode 

RETURN - Toggles the currently selected tile at the 

currently selected terrain location for copying 
SPACEBAR - Place the current copy selection Into the 
selected block area. 

8.2.4 Plop Mode 

RETURN - Plop the current block onto the battlefield 

8.2.5 Mouse/Joystick 

Click on the scroll-bars around the Battlefield Display Area to scroll. 
Click on the scroll-bar directly to the right of the block display area 
to scroll blocks up and down. Click on files In the battlefield to plop 
the current block or select tiles to be copied (whichever is selected). 


previous block 
previous block 
following block 
following block 


R-15 






OSI - RC - 72588 - SM 


I OSI/CACD IBM REFERENCE CARD 
SECTION O 

DATA DUPLICATION MODULE (DDM) 


9.1 GENERAL DESCRIPTIONS 


9.1.1 Button Selection Keys 


Up Arrow 
Down Arrow 
RETURN 
Left Arrow 
Right Arrow 


- Highlights the previous button 

- Highll^ts the next button 

- Selects the highlighted button 

- Moves to the Directory Selector 

- Moves to the File Selection Area 


9.1.2 File Selection Keys 

Up Arrow - Highlights the previous file 
Down Arrow - Highlights the next file 


9.1.3 Mouse/Joystick 

Click on the buttons and file names to select. Click on the category 
plaques to change categories. 


SECTION 10 

FILENAME RULES 


10.1 GENERAL DESCRIPTIONS 


10.1.1 Naming Conventions 

All files used with OMEGA must follow certain naming conventions 
to remain functional with the OSI/CACD System 2 operating 
environment. In the examples below, the symbol “<name>" represents 
the name typed In by the user when saving a file through the File 
Storage Panel (FSP). All prefixes eire attached to “<name>" by the 
OSI/CACD System 2 for ease of recognition. When transferring files 
between employees, these conventions should be adhered to: 
<name>.DSN - Cybertank designs 
<name>.TNK - Authorized cybertanks 
<name>.SIM - Simulation designs 
<name>.FLD - Battlefield designs 

<name>.BLK - Block configurations from Battlefield Design 
Module 

<name>.SIP - Saved simulations in progress 
<name>.EIP - Saved evaluations In progress 
<name>.CAP - Capsules 
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